
Cost-effective charging carts for education and training establishments where group mobile devices are 
returned for secure overnight storage, charging, and transport.
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Rear view 
(shown with door removed) 

Product Features 

• Efficient power distribution management to 
optimize total charge time and prevent 
overloading electrical circuits. This prevents 
overheating and reduces electrical stress, 
which helps to extend battery life.

• Built-in surge protector - Guards/prevent all 
the devices from the lighting surge with 
SIRIM certified lightning surge protector.

Universal Design

• Compact and light weight design for easy 
mobility.

• Charging capacity accommodates up to 
31 pcs of notebook *(Top Shelf : 11bay, 
Middle Shelf - 10bay, Bottom Shelf - 
10bay).

• 4” directional wheels with load capacity up 
to 150kg each.

Finish

• Body: Epoxy gray / black / beige texture 
metal steel with powder coating

• Cable management with numbered device 
slot for easy identical

Front View 
(shown with door)

Left side view Right side view 

Safe and Secure

• Front perforated door secured by 2-point 
locking system with 2 identical keys.

• Streamlined with surge protector complies 
with SIRIM safety standard.

• Combination of perforated filler panels to 
improve ventilation and reduce heat build-
up within the cart while charging.

• Adjustable slot divider option to fit just 
about any size device such as laptop, 
Chromebook, or tablet.

• Optimized cable management system 
eliminates unnecessary airflow obstruction, 
and keeps the power adaptor and power 
cable well organized.

• Heavy duty 4” casters with lock to prevent 
unwanted movement when parked.

Optional Accessories

• Optimize total charge time and prevent 
overloading electrical circuits by optional 
AC4TN efficient power management 
system. This system intelligently manages 
power distribution through sequential 
charging with timer settings and includes 
overload protection to ensure safe and 
efficient operation.

• Alarm security lock to deter tempering and 
drilling.

• Individual LED status indicates charging 
status for each device.

• Removable top panel tray with 4-gang 
extension sockets for extra mobility of 
teacher’s devices - internet connectivity, 
laptop, etc.

• 2 nos of additional power points on top 
panel 

• Enhance airflow with 4” x 4” cooling fan

• UV Light for laboratory devices sterilisation

• 4" Anti-theft convertable floor or wall 
security mounting kit to park charging cart 
in place. Manufactured with powder 
coated hot rolled steel

• Overnight docking station with anti hi-
jacking U-bolt anchor clamp for extra 
security while charging

• Each bay consist of individual security lock 
with 2 nos. identical keys, in each charging 
cart c/w 1pc master key for security lock. 
The solution is appropriate for device 
security lock with multiple users who are 
assigned access for short time 
periods. User-operated by simply inserting 
the key to unlock, then lift the security lock 
head out from Kensington slot; to lock the 
user needs to turn key to the security lock 
head hole and remove the key. (Option)

• IOT automation ready 

Product Warranty 

• 5 years against manufacturing defect on 
cart and electrical componets

• Product compliance : Charging cart safety 
standard compliance are according to 
SIRIM IEC 60950-1 
(Ed2.0):2005+A1:2019+A2:2013, SIRIM 
IEC 61643-11:2011
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Isolated power compartment for AC4TN 
power management system

The new CABBYTANK S SERIES is available with the optional AC4TN efficient power management 
system*, designed to optimize the charging cycle for enhanced performance and long-term durability. This system 
intelligently manages power distribution through sequential charging with timer settings and includes overload 
protection to ensure safe and efficient operation.


- Built-in user selectable three (3) timing charging mode: Always ON / Timer Mode / Cycle Mode .

- Built-in advanced indicator digital timer charging cycle and selective switches.

- Output supply terminal: Built-in 4 x main multi mode power outlet with 2 x redundant constant power outlet.
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AC4TN efficient Power Management System * 

Designed for mobile devices overnight . The switch concentrates power sequence, timer set, overload protection 
and digital indicator.


Functions 

• Three Timing Mode for charging cycle ( Always on, Timer Mode, Cycle Mode)

• Overload & Leakage Protection

• Four-way constant power supply socket / Multi-Mode Power ( With Cycle Indicator )

• Two-way always ON supply socket / redundant constant power outlet

• Reversed outside socket and indicator port

• Build-in surge protector - Guard/prevent all the devices from the lightning urge with SIRIM certified lightning 

surge protector


A&B - 2x redundant constant power outlet to run the device on 
its own, which will allow it to operate even if one goes down.

Built in advanced indicator digital timer 
charging cycle and selective switches.

Built in user selectable three (3) timing 
charging cycle and selective switches.

1,2,3&4 - Output supply terminal: 4 x main multi mode power 
outlet with surge protection. 
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DESIGN HIGHLIGHTS 

Front View 

Horizontal storage device slots - 
Durable adjustable shelves install 
at any height to support different 
size screen up to 15.5”
x11“ including case and power 
cord

Each bay is numbered with 
numeric numbers for easy 
identical

Key lock 2 point locking system 
with push up flush handle 
comes with 2 identical keys. 
Key Lock comes with 2 master 
keys for all lock set.

Perforated filler panels to 
improved ventilation and 
reduce heat build up within the 
cart while charging.

CABBYTANK 
S Series 

Concea led the rear power cab le 
compartment from children. The clear 
access to cables and AC adaptors is 
limited to school technician.

Each notebook bay comes with options 
of individual security lock with 2 nos. 
identical keys*, in each charging cart c/
w 1pc master key for security lock. The 
solution is appropriate for device 
security lock with multiple users who are 
assigned access for short time periods.

Front door locking*

1. Key lock 2 point locking system 
with push up flush handle comes 
with 2 identical keys. Key Lock 
comes with 2 master keys for all 
lock set as standard.

2. Smart Lock* on front door 
(Powered by 4x AA Alkaline 
batteries) offering multiple 
convenient access methods:

• Fingerprint Recognition: 
Unlock the door swiftly with a 
simple touch, utilizing high-
precision biometric technology.

• PIN Code Entry:Set 
personalized numeric codes for 
secure and easy access.

• RFID Card Access: Use an 
RFID card for quick, contactless 
entry. 

• Bluetooth Connectivity: 
Control and monitor your lock 
remotely via a dedicated 
smartphone app, providing 
seamless integration with your 
digital lifestyle.

• Mechanical Key: Retain the 
traditional key option for 
emergencies or added flexibility.

Cord wrap on the 
side

Handle  
on the  

side

Top View

4" heavy duty casters (x4)  
2 directional lock casters

3.8M (12ft) BS1363 supply cord set, 
according to EN50523-2-21 (IEC 60799) 
VDE conformity, stored with cord wrap 
management brackets.

Powder coated metal steel

Side View

*Optional accessoriesTM
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Distribution Sdn Bhd (Co. no 200401034584)

Office : C-G-06, Block C, Neo Damansara, Jalan PJU 8/1, Damansara Perdana, 47820 Petaling Jaya, Selangor. | Email: info@veridian.com.my / 

Copyright © 2023 Veridian Distribution Sdn Bhd. Momentum is a registered trademark of Veridian Distribution Sdn Bhd. All right reserved. All other trademarks are  properties of their respective companies and are hereby 
acknowledge. Products features, visual design, package contents and specifications are subject to change without notice. * Against manufacture defect.

TECHNICAL SPECIFICATION

Model No. S31

SIZE

Device Capacity 31 (accomodates up to 31 Devices * 3 Shelves)

Shelf Organisation Top Shelf : 11bay, Middle Shelf - 10bay, Bottom Shelf - 10bay

Support Device Chromebooks, iPads, Android, Windows Tablets, MacBook Air and other devices up to 15”

ELECTRICAL

Outlet Type AC  3-pin British Socket

Number of Outlet 31

Power Requirements Malaysian standard voltage 220-240 V AC, 50Hz/60Hz

Capacity 2000Watts

Surge Protector Build in surge protector - Guards/prevent all the devices from the lighting surge with SIRIM 
certified lightning surge protector. 

Power Cord Comes with 3.8M (12ft) BS1363 supply cord set, according to EN 50523-2-21 (IEC 60799) 
VDE conformity, stored with cord wrap management brackets.

Optional Power 
management system

Built in AC4TN efficient power management system to concentrate charging power 
sequence with timer setting and overload protection. Built in user selectable three (3) timing 
charging mode: Always ON / Timer Mode / Cycle Mode. Built in advanced indicator digital 
timer charging cycle and selective switches. 
Output supply terminal: Built in 4 x main multi mode power outlet with 2 x redundant 
constant power outlet. 

GENERAL

Cable Management Cable management system to organised the power adaptor and power cable to individual 
bay.

Bay Management Each bay is numbered with numeric numbers for easy identical

Security
Front and rear doors: 2 point mechanism with push up flush handle comes with 2 identical 
keys as standard. 
Key Lock comes with 2 master keys for all lock set.

Ventilation Perforated filler panels to improved ventilation and reduce heat build up within the cart while 
charging. Optimized cable management system eliminates unnecessary airflow obstruction.

Bay Dividers Horizontal storage device slots - Durable adjustable shelves install at any height to support 
different size screen up to 15.5 x 11 inches including case and power cord

Push Cart Handles Integrated side handle at left

Casters 4" heavy duty casters (x4)  
2 directional lock casters

MECHANICAL

Construction Powder coated metal steel

Finishing Baked on powder coat gray or Black

Overall Dimensions  
(H x D x L) 24" x 23" x 42" 

Weight 60kg

QUALITY 
ASSURANCE

Certifications
Charging cart safety standard compliance are according to SIRIM IEC 60950-1 
(Ed2.0):2005+A1:2019+A2:2013, SIRIM IEC 61643-11:2011 
Built-in lightning surge protection AC sockets are certified according to SIRIM Standards

Warranty 5 years against manufacturing defect on cart and tray 
5 years against manufacturing defect on electrical components

ACCESSORIES Standard 
Accessories

User manual 
Detachable 3.8meters (12 ft) long power cord with 3pin UK plug

Pg.05

CABBYTANK 
S Series 

mailto:info@veridian.com.my

